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300MHz to 450MHz Transmitters

Part Features
Maxim

Package Area 
(mm2)

Closest Competition 
Package Area

(mm2)

Maxim Current
Consumption

(mA)

Closest
Competition
Current (mA)

Maxim Tx 
Power

(dBm, max)

Closet Competition 
Tx Power

(dBm, max)

MAX1472 ASK 9 32 9.1 14 10 10

MAX7044 ASK, clock output 9 32 13.8 14 13 10

MAX7057*/
MAX7058

Frac-N programmable frequency 
ASK/FSK, dual-frequency ASK

60 50
8.5mA ASK,
13mA FSK

17 10 10

300MHz to 450MHz Receivers

Part Features
Maxim Sensitivity 

(dBm)
Closest Competitor
Sensitivity (dBm)

Maxim Current 
Consumption (mA)

Closest Competitor
Current Consumption (mA)

MAX1473/MAX7033
ASK, 3.3V/5V, AGC, 

AGC hold (MAX7033)
-114/-114 -113 5.5 at 3V 5.0 at 5V

MAX1471 ASK/FSK, polling timer -114 ASK, -108 FSK -113 ASK, -105 FSK 7.0 at 2.4V 5.7 at 5V

MAX7042 FSK, 3.3V/5V -110 FSK -97 FSK 7.0 at 2.4V 9.0 at 2.7V

300MHz to 450MHz Transceivers

Part Features
Maxim 

Package Area 
(mm2)

Closest Competition 
Package Area

(mm2)

Maxim Current 
Consumption 

(mA)

Closest 
Competition 
Current (mA)

Maxim Tx 
Power

(dBm, max)

Closest Competition
Tx Power

(dBm, max)

MAX7030/MAX7031/
MAX7032

315/345/433.92MHz ASK, 
308/315/433.92MHz FSK

25 49 8.5 to 12.5 16 10 10

*Future product—contact factory for availability.
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