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INDUSTRY’S SMALLEST 5V RS-485
TRANSCEIVERS HAVE THE BEST

ESD PROTECTION
µDFN Saves More than 50% Board Space over Competition

Industry’s Best ESD Protection
♦ ±15kV IEC 61000-4-2 Air-Gap Discharge
♦ ±15kV Human Body Model

Other Features
♦ True Fail-Safe Receivers
♦ Hot-Swappable for Telecom Applications
♦ Low-Power Shutdown
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AutoDirection ELIMINATES 
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TELECOM APPLICATIONS
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IDEAL FOR

†1000-up recommended resale. Prices provided are for design guidance and are FOB USA. International prices will differ due to local duties, taxes, and exchange rates. Not all packages
are offered in 1k increments, and some may require minimum order quantities.

Part VCC Supply
(V)

Data Rate
(kbps, max) AutoDirection ESD Protection Price†

($)
Package

(mm x mm)

MAX13485E

+5

500 ±15kV Air-Gap Discharge,
±15kV Human Body Model

1.25

8-SO/µDFN (2 x 2)

MAX13486E 16,000 ±15kV Human Body Model 8-SO/µDFN (2 x 2)

MAX13487E 500 ✔
±15kV Air-Gap Discharge,
±15kV Human Body Mode 8-SO

MAX13488E 16,000 ✔ ±15kV Human Body Model 8-SO


